
• Large quarter VGA display in portrait or landscape format
• Soft key architecture through touch screen
• voice control capability through Bluetooth technology and audio in/out
• illuminated keypad (backlight)
• 5 easily programmable soft keys

… for effective warehouse management.
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A brand of

Quadrino is our latest solution for picking

and is as attractive as it is functional. Cutting

edge technologies, smart ideas and intelligent

design make it easy to adapt exactly to

your specification.

Due to its extraordinarily compact design,

this unit can be ergonomically installed in

even the smallest space so that it does

not disturb the mobile worker. Depending on

the field of application, the Quadrino is

available with a horizontally or vertically

oriented display. The crystal-clear 1/4 VGA

display (320 x 240) reduces eye-strain and

allows for fast and non-tiring working.

The five large soft keys of the Quadrino are

flexibly programmed with functions that

correspond to the relevant working process.

The illuminated keypad (backlight) allows

operators to work in poor ambient light.

Four LEDs indicate the respective operating

condition of the unit and facilitate the

diagnosis of errors. The interfaces are

protected against moisture by a flap which

is equipped with a proven pull relief to protect

the cabling against damage caused by rough

usage.

FTF 2450 Quadrino

Case impact-resistant metal case, aluminum front, steel rear shell
Keypad embedded IP65 watertight rubber keypad, illuminated (backlight)
Dimensions 170 x 170 x 65 mm (W x H x D), weight app. 2.6 kg
Hardware processor: INTEL XScale, PXA255, 400 MHz

64 MB RAM memory
32 MB flash memory, optional memory expansion

Display display in landscape format (FTF2450-L) or portrait format (FTF2450-P)
5.7” TFT color display, QVGA (320 x 240 pixels)
brightness 280 cd/m2, typical contrast 350:1
manual brightness control via keypad/touch input

Touch panel analog touch screen, resistive, mouse-compatible
Interfaces 1 x RS232 COM interface

2 x USB 1.1 Host, 1 x USB 1.1 Device
1 x Ethernet 10/100Mbit Base-T Twisted Pair
2 x Audio, Mic in / Line out
1 x CF slot for radio card (with integrated antenna)
1 x USB slot for Bluetooth
1 x internal USB slot, memory expansion (memory stick)

Power supply rated 24 VDC, 48 VDC, ± 37 %, 15 – 60 V
max. 0.5 A (24 V), power requirements 12 W

Radio characteristics spread spectrum 2.4 - 2.485 GHz, IEEE 802.11b.g 11 MB / 54 MB radio
Operating system MS Windows CE 4.2
Accessories standard terminal holder, terminal inclination adjustable

FTF 2450 Quadrino Specifications


